PERMANENT

INDOOR

THINNER. LIGHTER. SMARTER.

Lightweight Aluminum Die-Cast Cabinet Design
for easy installation and creative application
Smart Remote Monitoring and Diagnostic
with live performance and failure detection
Easy Serviceability
with magnetic module design
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SMART REMOTE MONITORING & DIAGNOSTIC

Anywhere, Anytime:

e, @ + Real-time performance tracking.
+ Live feed to mobile devices.
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« Magnetic Module provides complete data storage
including Module ID, Order Info, Production Date,
Calibration Data, and more.
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Temperatue - i Smart Module

°C FRONT / REAR INSTALLATION & MAINTENANCE
" more conventent and sesie metal i any location. i
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« N Plus series saves installation space thanks to its
3.15” cabinet depth.

- Fast vertical or horizontal configuration thanks to
3+ 1+ 1modular design.

PIXEL PITCH

PANEL SIZE (WxHxD) 56.69” x 11.34” x 213"
1440 x 288 x 54 mm

PANEL WEIGHT 22.051b/10 kg

IP RATING (FRONT/REAR) IP40 / IP21

BRIGHTNESS 800 nits
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GRAYSCALE 14 bit

A en Contact Us East Service Center
407.203.8870 7307 Presidents Drive, Orlando, FL 32809

7120 Lake Ellenor Dr sales@usabsen.com West Service Center & Showroom

Orlando, FL 32809 www.usabsen.com 3550 E. Philadelphia St. Suite 120, Ontario, CA 91761
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