
©
20

19
 A

tla
s 

S
ou

nd
 L

P.
 T

he
 A

tla
s 

“C
irc

le
 A

”, 
S

ou
nd

ol
ie

r, 
an

d 
A

tla
s 

S
ou

nd
 a

re
 t

ra
de

m
ar

ks
 o

f A
tla

s 
S

ou
nd

 L
.P

. I
E

D
 is

 a
 R

eg
is

te
re

d 
Tr

ad
em

ar
k 

of
 In

no
va

tiv
e 

E
le

ct
ro

ni
c 

D
es

ig
ns

 L
LC

. A
ll 

rig
ht

s 
re

se
rv

ed
.  

A
ll 

ot
he

r T
ra

de
m

ar
ks

 a
re

 p
ro

pe
rt

y 
of

 t
he

ir 
re

sp
ec

tiv
e 

ow
ne

rs
. N

o 
en

do
rs

em
en

t 
is

 im
pl

ie
d.

 D
ue

 t
o 

co
nt

in
ua

l p
ro

du
ct

 d
ev

el
op

m
en

t,
 s

pe
ci

fic
at

io
ns

 a
re

 s
ub

je
ct

 t
o 

ch
an

ge
 w

ith
ou

t 
no

tic
e.

 A
TS

00
60

11
 R

ev
A

 7
/1

9

AtlasIED.comTELEPHONE: (800) 876-3333
SUPPORT@ATLASIED.COM

1601 JACK MCKAY BLVD. 
ENNIS, TEXAS 75119 U.S.A.

Precision, Plate Mounted Stepped Speech Privacy Attenuator

ATMASKSC

Features

• Designed to be Used with M1000A35
• 1dB Steps for Precision Sound Masking Settings
• 2 or 3 Conductor Interface Connection
• Works with Other 10kΩ VCA 2 or 3 Conductor Systems 
• Matches Stainless Steel Standard Volume Wall Plate
• Maximum Tested Distance 500 ft, 22-Gauge Wire 

Applications

• Precise Level Control of Large Sound Masking Zones

General Description
The AtlasIED ATMASKSC is specially designed to be used with the 
M1000A35 Self-Contained Active Masking System where precision 
adjusting of level control is required. It employs a ten-position,  
non-shorting rotary switch without end-stop. The attenuation rate is 1dB 
per step from 0dB to -9dB.
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AtlasIED.comTELEPHONE: (800) 876-3333
SUPPORT@ATLASIED.COM

1601 JACK MCKAY BLVD. 
ENNIS, TEXAS 75119 U.S.A.

System

Type Wall Plate Mounted Precision Stepped Attenuator for M1000A35

Total Attenuation 0dB to -9dB (It Does Not Turn Off the Audio)

Impedance 10kΩ 

Mechanical

Plate Size 1-Gang

Plate Type Stainless Steel

Product Dimensions (HxWxD) 4.5" x 2.75" x 1.6" (114mm x 70mm x 41mm)

Shipping Dimensions (HxWxD) 15.35" x 10.63" x 10.04" (390mm x 270mm x 255mm)

Net Weight - lbs 0.16 lbs (0.074 kg)

Shipping Weight - lbs 9.48 lbs (4.3 kg)

Agency Approvals

North America Agency UL2043 when used with the M1000A35
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AtlasIED.comTELEPHONE: (800) 876-3333
SUPPORT@ATLASIED.COM

1601 JACK MCKAY BLVD. 
ENNIS, TEXAS 75119 U.S.A.

Dimensional Drawings

GND RMT DC 10V

2.75"
(70mm)

1.6"
(41mm)

4.5"
(114mm)
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Installation Diagram

ATMASKSC 
Remote Level 

Control

FrontRear

MA1000A35
Amplified Masking 
Speaker System

MA1000A35 
Control Panel

3 conductor #22-#24 
up to 400+ ft

M1000 Non-Powered 
Masking Speakers

To additional M1000 
Non-Powered Masking 
Speakers

1-Gang Stainless Steel Wall plate 
with 0dB to -9dB @ 1dB steps

Note: Connect wires from 
ATMASKSC to M1000A35
G-G, RMT-RMT, DC10V-DC10V
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Architect and Engineer Specifications

Plate mounted wall attenuator shall be AtlasIED model ATMASKSC. 
Attenuator shall have a ten position, non-shorting rotary switch 
design without stops. Total attenuation shall be 0dB to -9dB with each 
position adjustment being 1dB. The ATMASKSC shall interface with 
the M1000A35 up to 400 ft apart. Attenuator shall be able to be rack 
mounted or wall mounted with included stainless steel, single-gang wall 
plate. Dimensions shall be H 4.5" x W 2.75" x D 1.626"  
(114mm x 70mm x 41mm).


