COLLABORATE® Remote Control

FEATURES

> 2.4 GHz remote control with USB receiver dongle

> 16-channel frequency hopping radio avoids interference from other devices in the 2.4 GHz band

> Sends standard USB HID commands over a 2.4 GHz wireless link

> Easy to use with intuitive button controls

SUPPORTED OPERATING SYSTEMS

> Windows
> Android
> Linux
REMOTE CONTROL

COLLABORATE® Remote Control

ELECTRICAL PARAMETERS
- Working voltage: 2.4 Vdc - 3.6 Vdc
- Rated working current: < 15 mA
- Sleep current: < 10 uA
- Operating distance: no obstacle in line of sight < 8 M
- RF transmission frequency range: 2.4 GHz—2.483 GHz
- Indicator light: 1 LED red light
- Equivalent Isotropically Radiated Power (EIRP) < -35 dBm

COMPATIBILITY
- Collaborate Pro 300, 600, and 900
- Collaborate Live 300, 600, 900, and 1000

PART NUMBER
- 910-3001-001

SALES AND INQUIRIES

<table>
<thead>
<tr>
<th>Headquarters</th>
<th>US &amp; Canada</th>
<th>International</th>
<th>Sales</th>
<th>Tech Support</th>
</tr>
</thead>
<tbody>
<tr>
<td>5225 Wiley Post Way</td>
<td>Tel: 801.975.7200</td>
<td>Tel: +1.801.975.7200</td>
<td>Tel: 801.975.7200</td>
<td>Tel: 801.974.3760</td>
</tr>
<tr>
<td>Suite 500</td>
<td>Fax: 801.303.5711</td>
<td><a href="mailto:global@clearone.com">global@clearone.com</a></td>
<td><a href="mailto:sales@clearone.com">sales@clearone.com</a></td>
<td><a href="mailto:tech.support@clearone.com">tech.support@clearone.com</a></td>
</tr>
<tr>
<td>Salt Lake City, UT 84116</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

Other product names and logos may be registered trademarks of their respective owners who do not necessarily endorse ClearOne or ClearOne’s products. All rights reserved. Information in this document subject to change without notice. DST-0057-00v2.1 20200706 ©2020 ClearOne.