
SUGGESTED SPECIFICATIONS:                     projection screen(s), 
                    (H) x                     (W), To have flexible screen surface, fire retardant 
and mildew resistant. Screen surface standard with reinforced black binding 
on all four sides and will attach to frame with metal grommets. Screen  
surface to wrap around the frame. Frame to be 2 1/2” wide x 1 3/8” deep with 1/8” lip 
to eliminate marks on the surface. Frame to be made of aluminum and slip-

jointed at corners. Screen to have a bezel that will conceal frame, grommets 
and binding. Front lip of bezel to be ¼” all around viewing area surface. Bezel to 
be made of aluminum. Bezel to have Acid Etched Black, High Gloss Black and 
Acid Etched Silver finishes. Standard wall-mounting brackets will be included. 
Bottom back of screen to be secured, with a screw, to a bottom wall bracket.

HDTV (16:9) Format Dimensions
Viewing Area (H x W) Nominal Diagonal Overall Dimensions Actual Weight Approximate Ship Weight

In. Cm. In. Cm. In. Cm. Lbs. Kg. Lbs. Kg.
37 1/2" x 67" 95 x 170 77" 196 38" x 67 1/2" 97 x 171 24 10.9 30 13.6

40 1/2" x 72" 103 x 183 82" 208 41" x 72 1/2" 104 x 184 26 12.0 33 15.0

45" x 80" 114 x 203 92" 234 45 1/2" x 80 1/2" 116 x 204 28 12.7 35 15.9

49" x 87" 124 x 221 100" 254 49 1/2" x 87 1/2" 126 x 222 30 13.8 38 17.3

52" x 92" 132 x 234 106" 269 52 1/2" x 92 1/2" 133 x 235 32 14.5 40 18.2

54" x 96" 137 x 244 110" 279 54 1/2" x 96 1/2" 138 x 245 34 15.3 42 19.1

58" x 104" 147 x 264 119" 302 58 1/2" x 104 1/2" 149 x 265 36 16.4 45 20.5

65" x 116" 165 x 295 133" 338 65 1/2" x 116 1/2" 166 x 296 45 20.4 56 25.5

78" x 139" 198 x 353 159" 404 78 1/2" x 139 1/2" 199 x 354 50 22.9 63 28.6

94 1/2" x 168" 240 x 427 193" 490 95" x 168 1/2" 241 x 428 75 34.2 94 42.7

108" x 192" 274 x 488 220" 559 108 1/2" x 192 1/2" 276 x 489 90 41.1 113 51.4

Wide (16:10) Format Dimensions
Viewing Area (H x W) Nominal Diagonal Overall Dimensions Actual Weight Approximate Ship Weight

In. Cm. In. Cm. In. Cm. Lbs. Kg. Lbs. Kg.
50" x 80" 127 x 203 94" 239 50 1/2 " x 80 1/2" 128 x 204 31 14.2 39 17.7

57 1/2" x 92" 146 x 234 109" 277 58" x 92 1/2" 147 x 235 35 16.0 44 20.0

60" x 96" 152 x 244 113" 287 60 1/2" x 96 1/2" 154 x 245 38 17.1 47 21.4

65" x 104" 165 x 264 123" 312 65 1/2" x 104 1/2" 166 x 265 40 18.2 50 22.7

69" x 110" 175 x 279 130" 330 69 1/2" x 110 1/2" 177 x 281 45 20.4 56 25.5

72 1/2" x 116" 184 x 295 137" 348 73" x 116 1/2" 185 x 296 50 22.5 62 28.2

87" x 139" 221 x 353 164" 417 87 1/2" x 139 1/2" 222 x 354 56 25.5 70 31.8

100" x 160" 254 x 406 189" 480 100 1/2" x 160 1/2" 255 x 408 74 33.8 93 42.3

110" x 176" 249 x 447 208" 528 110 1/2" x 176 1/2" 281 x 448 84 38.2 105 47.7

120" x 192" 305 x 488 226" 574 120 1/2" x 192 1/2" 306 x 489 101 45.8 126 57.3

Cinemascope (2.35:1) Format Dimensions
Viewing Area (H x W) Nominal Diagonal Overall Dimensions Actual Weight Approximate Ship Weight

In. Cm. In. Cm. In. Cm. Lbs. Kg. Lbs. Kg.
37 1/2" x 88" 95 x 224 96" 244 38 " x 88 1/2" 97 x 225 30 13.8 38 17.3

40 1/2" x 95" 103 x 241 103" 262 41" x 95 1/2" 104 x 243 34 15.3 42 19.1

45" x 106" 114 x 269 115" 292 45 1/2" x 106 1/2" 116 x 271 36 16.4 45 20.5

49" x 115" 124 x 292 125" 318 49 1/2" x 115 1/2" 126 x 293 40 18.2 50 22.7

52" x 122" 132 x 310 133" 338 52 1/2" x 122 1/2" 133 x 311 42 19.3 53 24.1

54" x 126" 137 x 320 138" 351 54 1/2" x 126 1/2" 138 x 321 47 21.5 59 26.8

58" X 136 1/2" 147 x 347 148" 376 58 1/2" x 137" 149 x 348 50 22.5 62 28.2

65" x 153" 165 x 389 166" 422 65 1/2" x 153 1/2" 166 x 390 56 25.5 70 31.8

78" X 183 1/2" 198 x 466 199" 505 78 1/2" x 184" 199 x 467 86 38.9 107 48.6

81 1/2" x 192" 207 x 488 208" 528 82" x 192 1/2" 208 x 489 90 41.1 113 51.4

UTB (Ultra Thin Bezel) Contour®

Wall-Mounted Projection Screen SPECIFICATION DATA
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PRODUCT NOTES

• Overall dimensions +/- ¼".

• Custom formats and sizes available upon request.

• Specifications subject to change without notice.

SURFACE INFORMATION

• All HD Progressive 0.6, HD Progressive 0.9, HD 

Progressive 1.1, HD Progressive 1.3, Da-Mat®, High 

Contrast Cinema Vision surfaces are seamless up to 16' 

high. 

PRODUCT VIEW

WHEN ORDERING, MARK APPROPRIATE SELECTIONS

1. Select Size from Charts.

2. Select viewing surface (All Da-Lite surfaces are GREENGUARD GOLD Certified.): 

 HD Progressive 0.6

 HD Progressive 0.9

 HD Progressive 1.1

 HD Progressive 1.3

 Da-Mat®

 High Contrast Cinema Vision

1 9/64"

1 1/2"
Overall Bezel Width =

Viewing Area + 1/2"

Bezel Height = 
Viewing Area + 1/2"

Project Name:   

Architect:   

Contractor:    Phone:  

Reseller:    Phone:  
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