
 

C-A35M/A35M
 

3.5mm Stereo Audio Cable

 

 

Kramer’s A35M series mini audio cables are 
constructed from high−quality shielded pair 
style cable terminated with molded male 
3.5mm stereo connectors on both ends. 

Quality Construction - Constructed from flexible, high−quality 28 gauge cable for transparent performance with line 
level audio signals.  

Numerous Applications - Ideal for use with typical computer sound cards, projectors, portable music players, etc. 
Also great for serial or IR remote control that often uses shielded pair wire for transmission of transmit, receive, and 
ground signals.  

Varied Selection of Lengths - Available in versions of 0.9 to 15.2m (3, 6, 10, 12, 15, 25, 35 and 50ft).  

FEATURES

Model Description LengthMeter
Male - Male      

C-A35M/A35M-3 3.5mm (M) to 3.5mm (M) Stereo Audio Cable 3' 0.9M
C-A35M/A35M-6 3.5mm (M) to 3.5mm (M) Stereo Audio Cable 6' 1.8M
C-A35M/A35M-10 3.5mm (M) to 3.5mm (M) Stereo Audio Cable 10' 3.0M
C-A35M/A35M-12 3.5mm (M) to 3.5mm (M) Stereo Audio Cable 12' 3.7M
C-A35M/A35M-15 3.5mm (M) to 3.5mm (M) Stereo Audio Cable 15' 4.6M
C-A35M/A35M-25 3.5mm (M) to 3.5mm (M) Stereo Audio Cable 25' 7.6M
C-A35M/A35M-35 3.5mm (M) to 3.5mm (M) Stereo Audio Cable 35' 10.7M
C-A35M/A35M-50 3.5mm (M) to 3.5mm (M) Stereo Audio Cable 50' 15.2M


