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Datasheet

Rear mounted stereo speaker system 

for NEC Large Format Displays 

MultiSync®  V and P Series

The rear mounted speaker NEC SP-RM3 adds superior sound to your 
video conferencing or digital signage installation.

SP-RM3 MOUNTED TO NEC MULTISYNC® V654Q

 • Optimized for video collaboration and corporate signage applications.

 • Non visible rear mounting – the unobstrusive and modern styling ensures a harmonious connection between the speaker system 

and the display. Speaker will stay visible (front view) with 40” displays due to back chassis design, for other display sizes speakers are 

concealed behind the display.

 • Unique design concept - allows fast and easy assembly.

 • Sophisticated engineering with crisp audio – effectively minimises potential resonances and interactions with the loudspeaker.

 • A Commitment to Quality – 3 years warranty to match the display warranty and

Delivering Genuine Benefits



NEC Display Solutions Datasheet

Speaker System SP-RM3

NEC Display Solutions Europe GmbH
Landshuter Allee 12-14, D-80637 München 
infomail@nec-displays.com
Phone: +49 (0) 89 99 699-0
Fax: +49 (0) 89 99 699-500 
www.nec-display-solutions.com

This document is © Copyright 2020 NEC Display Solutions Europe GmbH. All rights are reserved in favour of their respective owners. The document, or parts thereof, should not be copied, adapted, redistributed, or otherwise used without the 
prior written permission of NEC Display Solutions Europe GmbH. This document is provided “as is” without warranty of any kind whatsoever, either express or implied. Errors and omissions are excepted. NEC Display Solutions Europe GmbH may 
make changes, revisions or improvements in, or discontinue the supply of any product described or referenced in this document at any time without notice. JG 22.07.2020

Technical Specifications

Technical Drawings

SP-RM3

SP-RM3

Order Code

SP-RM3 100015517   

Speaker

Maximum Input (Long Term Power*) [W] 2 x 20

Rated Speaker Impedance [Ω] 8

Frequency Response Range 80 Hz to 20 kHz

Sensitivity 72 dB

Mechanical

Net Dimensions (W x H x D) Per Unit [mm] 370 x 60 x 60

Gross Packaging Dimensions (W x H x D) [mm] 420 x 220 x 130

Weight Per Unit [kg] 1

Gross Packaging Weight [kg] 2,4

Additional Features

Supported NEC Hardware
NEC Large Format Displays Mul5Sync® Vxx4, Pxx4, Vxx4Q and Pxx4Q incl. Protective Glass and 
Mirror Glass Displays

Shipping Content
Speaker set, 2x 2m speaker cable, 4x screws, 4 x washer, 4x additional mounting brackets (ADA), 
printed paper manual, specification brief  

Warranty 3 years

For additional pictures and Solutions overview, 
Visit www.nec-display-solutions.com for details.


