
ISSUED: 2013-12-05    SHEET #: 120-9176-2    (2020-12-16)1 of 2

Installation and Assembly:
Tray for Extension Columns 

Models: ACC217

Max Load Capacity:  25 lb (9.3 kg)
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Visit the Peerless Web Site at www.peerless-av.com
For customer service call 1-800-865-2112.

NOTE: Read entire instruction sheet before you start installation and assembly. 

Before installing make sure the supporting surface will support the combined load of the equipment and hardware. 
Screws must be tightly secured. Do not overtighten screws or damage can occur and product may fail. Never exceed 
the Maximum Load Capacity. Always use an assistant or mechanical lifting equipment to safely lift and position 
equipment. This product is intended for indoor use only. Use of this product outdoors could lead to product failure or 
personal injury. Be careful not to pinch fingers when operating the mount. For support please call customer care at 
1-800-865-2112. 

  WARNING
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Parts may appear slightly different than illustrated. 

Before you begin, make sure all parts shown are included with your product.
Parts List

Part #Description Qty
A tray 1 124-1692
B tray clamp 1 009-1020
C t-knob 1 590-1057
D 1/4-20 x 1 3/4" carriage bolt 1 520-1017
E 1/4-20 x 2" carriage bolt 1 10001852

While holding tray (A) against vertical arm, insert tray 
clamp (B) into slots on back of tray (A). Attach tray (A) to  
vertical arm using one carriage bolt (D or E) and T-knob 
(C) as shown. Use bolt (D) for 1.90" diameter tubes and 
bolt (E) for 2" diameter tubes. Be sure tray rests securely 
on vertical arm. Set desired height, then tighten T-knob 
(C).
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