
MODEL: ACC120

Architects specifications:
The Internal Joist Mount shall be a Peerless model ACC120 and shall be
attached where indicated on the plans. It shall have a 1 1/2 - 11.5 NPS threaded
fitting to accept a Peerless extension column. It shall be constructed of cold rolled
steel and finished in black fused epoxy. Assembly and installation shall be done
according to the instructions provided by the manufacturer.

joist

joist

finished ceiling

2" (51mm) dia. hole

extension column
(sold separately)

The ACC120 Internal Joist Mount attaches between two
ceiling joists above a finished ceiling. Its expandable
design allows for attachment to joists on 16" or 20"
centers. The mount features a 1 1/2-11.5 NPS threaded
fitting which accepts most Peerless Extension Columns.
Because it is adjustable, the installer can fine tune the
point of attachment prior to installation. This flexibility will
result in the optimum viewing position for the finished
assembly.
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TECHNICAL DATA SHEET
INTERNAL JOIST MOUNT

Threaded fitting -
point of attachment
for extension column.

ADJUSTABLE

16" - 20" JOIST CENTERS

Peerless Jumbo
Mount and Extension
Column

2.75" (70mm)
MINIMUM DISTANCE FROM INSIDE
EDGE OF JOIST TO CENTER OF
EXTENSION COLUMN HOLE

FRONT VIEW
Peerless Jumbo Mount attached
to Internal Joist Mount.

For the complete line of Peerless mounting brackets,
including adjustable and fixed length extension columns,
contact your Peerless Sales Representative.

WEIGHT: 8.5 lb (3.8 kg)
SHIPPING WEIGHT: 11 lb (5 kg)
MAX. LOAD CAPACITY: 300 lb (136 kg)
Shipping weight based on single unit shipment. Per
unit shipping weight may be less for bulk orders.
Max. load capacity refers to the combined weight of
all attached equipment and hardware.
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