
 PDS-PLUS
Low-Profile Mount for Projectors up to 75 lb.

Color: Black

Weight 5.00 lb.  |  2.3 kg

Weight Capacity 75 lb.  |  34 kg

Width 4.25 in.  |  108 mm

Height 2.80 in.  |  71.1 mm

Mounting Reach 16.43 in.  |  417.3 mm

Tilt +16.50°  / -16.50°

Roll +7.50° / -7.50°

Yaw +41.00° / -41.00°
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DESCRIPTION

The universal design allows the mount to mate with many Premier adapters and

accessories. Mounts to any 1.5 in. NPT pipe or directly to joist in either direction.

Cables can be routed inside pipe routing for a neat appearance. Also includes

Lock-It™ security hardware. OSHPD approved and UL listed.

FEATURES

• Low profile universal projector mount can be mounted directly to ceiling

• Slotted mounting base with six interchangeable legs (four long and two short) to

reach wider mounting points

• Cable routing through body

• Mates to standard 1.5 in. NPT or directly to structural surfaces

• Lock-It™ security hardware and leveling barrel provide strong protection

• OSHPD and DSA approved (OPA-1787-07)
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Low-Profile Mount for Projectors up to 75 lb.
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ACCESSORIES FOR PDS-PLUS

GB-AVSTOR5

Plenum Rated False Ceiling Equipment
Storage with Pipe Coupler

PP-FCTA

False Ceiling Adapter

PP-FCTA-QL

False Ceiling Adapter w/ Quick-Lock Cable

PWH-10W

10 in. White Pre-Cut NPT with Cable Outlet	

PWH-12B

12 in. Black Pre-Cut NPT with Cable Outlet	
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SIMILAR PRODUCTS

PDS-PLUS

Low-Profile Mount for Projectors up to 75 lb.

FTP

Fine-Tune Projector Mount 

PDS-PLUS-W

Low-Profile Mount for Projectors up to 75 lb.

SPI-PRO

SpiroLock™ Projector Mount with 1.5 in. NPT
Coupler

SPI-PROW

SpiroLock™ Projector Mount with 1.5 in. NPT
Coupler

FTPW

Fine-Tune Mount for Projectors up to 65 lb./
30 kg
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