## Color: White

Weight $\quad 2.00 \mathrm{lb} . \mid 0.9 \mathrm{~kg}$
Weight Capacity
Height
$50 \mathrm{lb} . \mid 22.7 \mathrm{~kg}$
10.00 in . | 254 mm

Pole Diameter $\quad 0.00 \mathrm{in}$. 10 mm

## Downloads at Mounts.com

## BID SPEC

Data Sheet
Bid Specification Document
Dimensional Drawing
CAD File
High Resolution Image


## DESCRIPTION

A 10 in. pipe with cable routing holes that adapts to any mount with a 1.5 in . NPT coupler. The pipe is available in black or white with a powder-coated finish.

## FEATURES

- A pre-cut pipe with cable routing outlet that connects to any 1.5 in . NPT pipe adapter
- Durable powder-coated aluminum pipe
- Cable routing outlet helps keep cables safe and provides a clean look


## LIFETIME <br> WARRANTY



## PDS-PLUS

Low-Profile Mount for Projectors up to 75 lb .


## GB-AVSTOR5

Plenum Rated False Ceiling Equipment Storage with Pipe Coupler


SPI-PRO
SpiroLock ${ }^{\text {TM }}$ Projector Mount with 1.5 in. NPT Coupler


MAG-PRO
Universal Mount with Integrated Coupler for Projectors up to $10 \mathrm{lb} . / 4.5 \mathrm{~kg}$

MORE AT MOUNTS.COM

## SIMILAR PRODUCTS

## PWH-10W

10 in. White Pre-Cut NPT with Cable Outlet


## PWH-4W

4 in. White Pre-Cut NPT with Cable Outlet


## PP-ITC1016C

10 inch-16 inch I-Beam Adapter with 1.5 inch Coupler

UFP-260
VESA Adapter Plate - For JVC LCD

MORE AT MOUNTS.COM

