
 PWH-24W
24 in. White Pre-Cut NPT with Cable Outlet  

MSRP $49.00 Color: White

Weight 5.00 lb.  |  2.3 kg

Weight Capacity 500 lb.  |  226.8 kg

Height 24.00 in.  |  609.6 mm

Pole Diameter 0.00 in.  |  0 mm

AVAILABLE AT MOUNTS.COM
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DESCRIPTION

A 24 in. pipe with cable routing holes that adapts to any mount with a 1.5 in. NPT

coupler. The pipe is available in black or white with a powder-coated finish.

FEATURES

• A pre-cut pipe with cable routing outlet that connects  to any 1.5 in. NPT pipe

adapter

• Durable powder-coated steel pipe

• Cable routing outlet helps keep cables safe and provides a clean look

500 lb.

+24.00
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DOWNLOAD FULL SIZE CAD FILES AND DIMENSIONAL DRAWINGS AT MOUNTS.COM

RELATED PRODUCTS FOR PWH-24W

PDS-PLUS MSRP 210.00

Low-Profile Mount for Projectors up to 75 lb.

FTP MSRP 252.00

Fine-Tune Projector Mount 

SPI-PRO MSRP 199.00

SpiroLock™ Projector Mount with 1.5 in. NPT
Coupler

PP-FCTA-QL MSRP 137.00

False Ceiling Adapter w/ Quick-Lock Cable

PP-FCMA-QL MSRP 174.00

Full-Tile False Ceiling Adapter with
Quick-Lock Cable

MORE AT MOUNTS.COM

SIMILAR PRODUCTS

PWH-24W MSRP 49.00

24 in. White Pre-Cut NPT with Cable Outlet  

PP-USA MSRP 50.00

Unistrut Adapter

PWH-8W MSRP 32.00

8 in. White Pre-Cut NPT with Cable Outlet  

PWH-24B MSRP 49.00

24 in. Black Pre-Cut NPT with Cable Outlet  

PP-6 MSRP 130.00

Ceiling Adapter with 2 inch Welded Coupler

UFP-420B MSRP 32.00

Black VESA Adapter Plate - 400mmx200mm
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