Tech Specs

- **Simultaneous Systems Per Band:** Up to 12 (20 in regions with additional frequencies)
- **System:** Analog/Digital: Analog
- **System:** Frequency Range: 494-518 MHz
- **System:** Operating Range: 300 ft. Line-of-sight
- **System:** Frequency Response: 45Hz-15kHz
- **System:** Microphone Included: SM58
- **System:** Channel Selection: Auto
- **Microphone:** Type: Dynamic
- **Microphone:** Polar Pattern: Cardioid
- **Microphone:** Frequency Response: 50Hz-15kHz
- **Transmitter:** Form Factor: Handheld with Mic Capsule
- **Transmitter:** Mute Feature: Yes
- **Transmitter:** Battery Type: 2 x AA
- **Transmitter:** Battery Life: Up to 8 hours
- **Transmitter:** Dimensions: 10” x 2”
- **Transmitter:** Weight: 1.8 lbs.
- **Receiver:** Antenna Type: Detachable
- **Receiver:** Type: Table Top with rack kit
- **Receiver:** Rack Spaces: Half-rack
- **Receiver:** Displays: LCD
- **Receiver:** Outputs: 1 x XLR, 1 x 1/4”
- **Receiver:** Power Source: 12-18V DC power supply
- **Receiver:** Dimensions: 1.6” x 7.7” x 5.2”
- **Receiver:** Weight: 1.81 lbs.
- **Manufacturer Part Number:** SLX24/SM58-G5