
MicroTouch  
DIGITAL SIGNAGE  
SERIES   
Zero bezel, edge-to-edge touch surface solutions 
perfect for high traffic conditions. 

Solutions:

Our largest available display, the Digital Signage Series is offered in sizes 31.5” to 65”. This zero 
bezel, edge-to-edge touch surface design is stylish as it is durable and is reliable enough to 
withstand high traffic environments. 

Gaming
Gaming machines,
Amusement machines

Retail
Self service, Self checkout,
Point-of-information, Point-of-sale

Hospitality
Self check-in/checkout, Self-service 
ticketing,Point-of-information

Healthcare
Medical/diagnostic carts,
Nursing station,Clinical review, 
Point-of-information, Signage

YEARS OF
BEST-IN-CLASS



MicroTouch DIGITAL SIGNAGE SERIES

DS-320P-A1
Size 31.5” TFT LCD
Maximum Resolution 1920 x 1080
Contrast Ratio 1200:1
Aspect Ratio 16:9
Brightness 400 nits (w/o Touch), 360 nits (P-CAP)
View Angle H:178˚, V:178˚
Video Port 1 x VGA, 1 x DVI-D, 1 x HDMI
Warranty 3 year

See Full Specs

M1-650DS-A1
Size 65” TFT LCD
Maximum Resolution 3840 x 2160
Contrast Ratio 1000:1
Brightness 500 nits (No Touch), 450 nits (P-CAP)
View Angle H:178˚, V:178˚
Video Port 1 x HDMI 1.4, 1 x HDMI 2.0, 1 x DVI-I, 1 x DP 1.2
Warranty 3 year

See Full Specs

M1-550DS-A1
Size 55” TFT LCD
Maximum Resolution 3840 x 2160
Contrast Ratio 1100:1
Aspect Ratio 16:9
Brightness 500 nits (No Touch), 450 nits (P-CAP)
View Angle H: 178˚, V: 178˚
Video Port 2 x HDMI/1 x DisplayPort/ 1 x VGA
Warranty 3 year

See Full Specs

M1-490DS-A1
Size 49” TFT LCD
Processor 3840 x 2160
Contrast Ratio 1100:1
Aspect Ratio 16:9
Brightness 500 nits (No Touch), 450 nits (P-CAP)
View Angle H: 178˚, V: 178˚
Video Port 2 x HDMI/1 x DisplayPort/ 1 x VGA
Warranty 3 year

See Full Specs



MicroTouch DIGITAL SIGNAGE SERIES

DS-430P-A2
Size 43” TFT LCD
Maximum Resolution 3840 x 2160
Contrast Ratio 1000:1
Brightness 400 nits (w/o Touch), 360 nits (P-CAP)
View Angle H:178˚, V:178˚
Video Port 1 x HDMI 1.4, 1 x HDMI 2.0, 1 x DVI-I, 1 x DP 1.2
Warranty 3 year

See Full Specs

DS-430P-A1
Size 43” TFT LCD
Maximum Resolution 1920 x 1080
Contrast Ratio 4000:1
Aspect Ratio 16:9
Brightness 400 nits (w/o Touch), 328 nits (P-CAP)
View Angle H:178˚, V:178˚
Video Port 1 x VGA, 1 x HDMI 1.3, 1 x DP 1.2, 1 x DVI
Warranty 3 year

See Full Specs

DS-550P-A1
Size 55” TFT LCD
Maximum Resolution 3840 x 2160
Contrast Ratio 1100:1
Aspect Ratio 16:9
Brightness  500 nits (w/o Touch),  

425 nits (P-CAP w/AG coating)
View Angle H:178˚, V:178˚
Video Port 1 x HDMI 1.4, 1 x HDMI 2.0, 1 x DVI-I, 1 x DP 1.2
Warranty 3 year

See Full Specs
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MicroTouch DIGITAL SIGNAGE SERIES

DS-550P-P1
Size 55” TFT LCD
Maximum Resolution 1920 x 1080
Contrast Ratio 1200:1
Aspect Ratio 16:9
Brightness 700 nits (w/o Touch), 626 nits (P-CAP)
View Angle H:178˚, V:178˚
Video Port HDMI, DVI, VGA, Display Port (HDCP)
Warranty 3 year

See Full Specs


