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Yealink USB Wired Headset 
 UH34SE: Leather ear cushions 

The Yealink UH34SE, available in monaural and binaural, is a professional 

USB wired headset with crystal clear audio. The UH34SE Lite offers a 

lightweight form factor that is comfortable to wear, even for an entire 

workday. It’s suitable for workers who spend a lot of time wearing headsets 

for voice communications. Provided with Yealink USB Connect software and 

Yealink Device Management Platform/ Cloud Service, you are easy to check 

the device information and upgrade the firmware of one or multiple UH34SE 

headsets. 

 

Simple and Flexible Connectivity 

Runs right out of box, a USB plug-and-play setup makes the connectivity to PC. You 

can enjoy a reliable call experience with soft clients. Perfect match with Yealink IP 

phones give you optimized audio quality.   

Ultra-lightweight, All Day Wearing Comfort 

Built for comfort with soft ear cushions and ultra-lightweight materials, the UH34 is 

10%~30%* lighter than other headsets in the same range. Its ergonomic design 

makes this headset comfortable enough for long conference calls and all day use.   

(* Test data provided by Yealink Lab) 

Unparallel Audio Experience 

Built for comfort with soft ear cushions and ultra-lightweight materials, the UH34 is 

10%~30%* lighter than other headsets in the same range. Its ergonomic design 

makes this headset comfortable enough for long conference calls and all day use.   

(* Test data provided by Yealink Lab) 

Intuitive Controller 

The hand-held controller with LED indicator provides easier access to key call control 

capabilities, including answer call, end call, reject call, and mute/unmute.   

 

 

UH34SE Mono & Dual 
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UH34SE Dual
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Type SKU Description 

Products and accessories 

1308031  UH34 SE Mono Teams 

1308033  UH34 SE Dual Teams 

1308032  UH34 SE Mono UC 

1308034  UH34 SE Dual UC 

1308036  UH34 SE Mono UC USB-C 

1308038  UH34 SE Dual UC USB-C 

1300083 YHC20UC USB-C 

1300078 YHC20T SE 

1300079 YHC20UC SE 

1300080 YHC20T SE USB-C 

1300081 YHC20UC SE USB-C 

330100010021 Foamy Ear Cushion for UH34/YHS34 (1 PCS) 

330100010022 Leather Ear Cushion for UH34/YHS34 (1 PCS) 

330100010023 Foamy Ear Cushion for UH34/YHS34 (12 PCS) 

Specifications 

Main Features 
•  Plug-and-play 
USB connectivity to Yealink IP phones, including   

T41S/T42S/T46S/T48S/T42U/T43U/ 

T46U/T48U/T53/T53W/T54W/T57W/T58A/VP59.    

Telephones T41S/T42S/T46S/T48S should be 

upgraded to version 82 or higher. 
•  HD Voice/Wideband speaker performance  

•  Noise-cancelling microphone and passive noise 

cancellation 

•  Active Protection technology safeguards users 

from sudden volume peaks 

•  Integrated LED indicator and warning tone 
•  320° bendable boom arm for easy adjustment 

with breaking 

•  Optional connections: USB-A, USB-C, 3.5mm jack 
•  USB version 2.0 compatible with USB 3.0 

General 
•  Headset cable length: 1.2 m (from headset to 

call control unit) 

•  USB cable length: 0.9 m (from call control unit to 

USB plug) 

•  Supported operating systems: Microsoft 

Windows® 8/8.1/10/11, Apple Mac OS, SUSE Linux 

Enterprise Desktop 12, open SUSE 11.1 (32 bits) or 

higher versions. 

Microphone 
•  Microphone type: unidirectional ECM 
•  Microphone frequency response range: 100Hz-

10 KHz 
•  Microphone bandwidth: Wideband 
•  Microphone sensitivity: -40.0dB re.1V/Pa 

Speaker 
•  Speaker size: 28mm 
•  Speaker sensitivity: 93 dB SPL a1 kHz 

•  Speaker frequence response range: 20 Hz-20 kHz 

 •  Speaker impedance: 32 Ω a 1,0 kHz 
 

  •  Speaker input power: 30 - 35mW . 
•  Speaker bandwidth: Wideband 

Audio performance 
  • Voip wideband audio: 20Hz - 15 kHz 

Hearing protection 

  
•  Acoustic limits: protection against sounds above 

110dB  

Easy Call Management 
•  Answer/End/Reject/Hold a call 

 
•  Volume up/down 
•  Microphone Mute 

•  Redial last outgoing call 

•  Software Manager with inventory, monitoring and 

firmware update included.  

  Package features 
  
•  Package contents: 

 - UH34SE Mono/UH34SE Dual 
  

 - Quick start guide 

  
  

  

  

  

Certifications 

•  Color: black 
•  Weight: UH34SE - Mono: 88g / Dual: 118 g 
•  Storage temperature: -30 °C to +70 °C 
•  Operating temperature: -10 °C to +50 °C 

 - Carry bag •  Digital Signal Processor (DSP) eliminates 

environmental noise 

•  Automatic and dynamic equalization 

•  Compatibility with all products of the providers : 

MS Teams, Zoom, Google, 3CX,Unify,Nice CX 

One, Avaya, Bicom, Broadsoft, Goto, Yeastar and 

the main market brands. 

•  Headband built of durable material with optional 

covering in silica or synthetic leather 
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About Yealink 

Yealink (Stock Code: 300628) is a global brand that specializes in video conferencing, voice communications and collaboration 

solutions with best-in-class quality, innovative technology, and user-friendly experience. As one of the best providers in more than 140 

countries and regions, Yealink ranks No.1 in the global market share of SIP phone shipments (Global IP Desktop Phone Growth 

Excellence Leadership Award Report, Frost & Sullivan, 2019). 
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